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RECOMMENDED PCB LAYOUT

NOTES:                            
  1. INSULATOR MATERIAL: SEE PART NUMBER CODING, UL 94V-0.          
      COLOR: SEE PART NUMBER CODING.                            
  2. CONTACT MATERIAL: BRASS.                            
  3. CONTACT PLATING: .000030"~.000050" NICKEL UNDERPLATE, GOLD FLASH OVERALL.                     
  4. OPERATING TEMPERATURE: -40° C TO + 85° C.                            
  5. CONTACT RESISTANCE: 20 MILLIOHMS MAX.                            
  6. CURRENT RATING: 3 AMPS PER CONTACT.                       
  7. DIELECTRIC WITHSTANDING: 500 V AC.                            
  8. INSULATOR RESISTANCE: 1000 MEGOHMS MIN.                            
  9. MATES WITH SFH11, SFH210 & SFH213 IDC SOCKET SERIES. 

REVISIONS
REV. ECO. NO DESCRIPTION DATE BY

A 1682 INITIAL RELEASE 05/08/2008 VJ
B 1852 UPDATE DIM "C", TABLE, NOTE 3 & TOLERANCE BLOCK 11/12/2008 JH

C 2103 ADD BOX INSIDE DEPTH 6.40mm, NOTE 10, MATED 
COMPONENTS & HEIGHT ON SHEET 2. 04/08/2010 LH

D 2337 ADD INSULATOR MATERIAL 'NYLON 6T' OPTION 08/17/2011 LH
E 2537 UPDATE PROCESSING TEMPERATURE FOR PBT MATERIAL 02/29/2012 LH
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